HSE

NOTES:

-Rated Current: 1.0A AC,DC
-Rated Voltage: 100V AC,DC
-Contact Resistance: 20m<2 max
-Insulation Resistance: S00MQ min
-Withstanding Voltage: 500V AC/Minute | | | | | |
-Operation Temperature: -25°C to +85°C , , ,

-Insulator Material: Nylon66 UL94V-0 1.250.10
-Color: Natural(White) £0.20
Dimensions
PART NO,
B0.25 —= 3.200.25 A B
BT1254H02W0LA04 | 125 425
i i BT1254H03W01A04 | 2,50 5.50
, , BT1254H04W01A04 | 3.75 6.75
. . BT1254H05W01A04 | 5.00 8.00
n
Ordering Information 8 STIESAHIeWI1AGE | 625 | 525
I BT1254H07W01A04 | 7.50 10,50
% BT1254H08W01A04 | 8.75 1175
* kW BT1254H09W01A04 | 10.00 13.00
BT1254 H 01 A0O4 ! BT1254H10W01A04 | 1125 | 14.25

% j BT1254H11W01A04 | 1250 | 15,50
2 300.20 BT1254HI2W01AD4 | 1375 | 16,75

No.Of Pins  Colour Packing BT1254H13W01A04 | 15,00 18,00

. = 1 =" baj
o2-1gpin  LoBeige - Tpo % BT1254H14W01A04 | 16.25 19.25
ReTapeseet BT1254H15W0LAD4 | 17,50 | 2050

BT1254H16W01A04 | 18./5 el.75

BT1254H17W01A04 | 20.00 23.00

BT1254H18W01A04 | 21.25 24.25
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