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—Rated Current: 3.0AMP |
—Rated Voltage: 250V AC,DC - Bt 0.1 \L
—Contact Resistance: 10m\U+2126 max
—Insulation Resistance: 1000M\U+2126 min
—Withstanding Voltage: 800V AC/Minute AL O
—Operation Temperature: —25°C to +85TC S 2.50+£0.05
—Insulator Material: Nylon66,UL94V—-0 T EH 5 Y5 5 595 85 Y 5
Color: Natural(White) HEHBHEHBEBEHEHHB
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Dimensions
(4 o PART NO. N P 2
rdering Information
BT2501—-HO3WO1 5.00 8.20 9.80
BT2501—-H04WO1 7.50 10.70 12.30
BT2501—-HO5WO1 10.00 13.20 14.80
BT2501—-HOBWO1 12.50 15.70 17.30
wHNm O Hr E x x ,“,& O Hr >H @ BT2501—-HO7WO1 15.00 18.20 19.80
BT2501-HO8WO1 17.50 20.70 22.30
BT2501—-HO9WO1 20.00 23.20 24.80
BT2501-H10WO1 22,50 25.70 27.30
BT2501—-H11W01 25.00 28.20 29.80
zo O%l Tm:m BT2501—-H12wO01 27.50 30.70 32.30
' . BT2501-H13W01 30.00 33.20 34.80
ON\(NOHVMHM BT2501—H14W01 32.50 35.70 37.30
BT2501—-H15W01 35.00 38.20 39.80
BT2501—-H16WO1 37.50 40.70 42.30
BT2501—-H17W01 40.00 43.20 44.80
BT2501—-H18W01 42.50 45.70 47.30
BT2501—-H19WO1 45.00 48.20 49.80
BT2501-H20W01 47.50 50.70 52.30
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REV DATE MODIFICATION DESCRIPTION CHANGE  |APPROVE om | oo |APPROVE prOU. | Y= TR 2.50mm Pitch Housing
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