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NOTES: =
—Rated Current: 2.0A AC,DC S S
S (e}
—Rated Voltage: 125V AC,DC 9 = ip
. = + :
—Contact Resistance: 20m\U+2126 max m 2 Mwmww it
—Insulation Resistance: 1T000M\U+2126 min 7 % o o
—Withstanding Voltage: 800V AC/Minute o
—Operation Temperature: —25°C to +85C - MIWM
—Insulator Material: PBT+15%CF UL94V—-0 MIWM
Dimensions
s—=——2.54£010 Pitch PART NO. A
BT25432H0D4BO1A29 254 5.20
BT25452H06B01A29 5.08 7.62
BT25432H08B01A29 7.862 10.16
—=A —= —=—1.7/5 166+0.15 - BT25432H10B01A29 10.16 12.70
BT25432H12B01A29 12.70 15.24
1,50 MW | BT25432H14B01A29 15.24 17.78
[ i | BT25432H16B01A29 17.78 2032
MM [ % ! B125432H18B01A29 20.32 22.86
[ . ! ! BT25432H20B01A29 22.86 25.40
[ 7 7 BT25432H22B01A29 25.40 27.94
[ ! \ B125432H24B01A29 27.94 30.48
| | 1 7 % ) i BT25432H26B01A29 30.48 33.02
° ° o s BT25432H28B01A29 33.02 35.56
Q‘O&Q\Qa ~ = Q ‘xos QNNQa (I | + BT25432H30B01A29 35.56 38.10
vl oo M BT25432H32B01A29 38.10 40.64
T ! 5 23 o — BT25432H34B01A29 40.64 4318
[ +_/, ™ ! BT25432H36B01A29 43.18 45.72
[ © @ BT25432H38B01A29 45.72 48.26
wwH‘N Mh.w N m VW VW w O H >N© [ BT25432H40B01A29 48.26 50.80
i I BT25432H42B01A29 50.80 53.34
/| | BT25432H44B01A29 53.34 55.88
f B125432H46B01A29 55.88 58.42
—=A 0.32 ! B125432H48B01A29 58.42 60.96
No.of Row No.Of Pins WNOWIAM H @ D + D H w - BT25432H50B01A29 60.96 63.50
2:Dual Row 02-32Pin %‘Wm wm—m ' ' BT25432H52B01A29 63.50 66.04
clray . BT25432H54B01A29 66.04 68.58
2:Tube Section B-B BT25432H56B01A29 68.58 71.12
3 “Hm@o%mWoo_ BT25432H58B01A29 71.12 73.66
BT25432HB0BO1A29 73.66 76.20
BT25432H62B01A29 76.20 78.74
BT25432H64B01A29 78.74 B81.28
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