HSF

NOTES:

—Rated Current: 7.0A AC,DC

—Rated Voltage: 250V AC.Maximum

—Withstand Voltage: 1500V AC/minute

—Insulation Resistance:1T000M min

—Operation Temperature:—40TC to +1057C
(Including temperature rise in applying
electrical current)
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—Contact resistance:Initial Value/10mmax AR NO Dimensions
After environmental Texting/20m L 5.00+0.20 . A B
—Contact Material:Phosphor Brronze ' 30 BT3964H02NOT 3.96 792
. . BT3964H03NO1 7.92 11.88
—Insulator Material: Nylon 66,(UL94V—-0)
BT3964H04NO1 11.88 15.84
NW 7 BT3964H0OSNO1 15.84 19.80
BT3964H06NO 19.80 23.76
mw o BT3964H07NQ1 23.76 27.72
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o m = D O BT3964H08NO1 27.72 31.68
2 O o~ -+ BT3964H09NO1 31.68 35.64
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/ / % mvuu, Av BT3964H10NO1 35.64 39.60
[ ] [ ] © % © BT3964H11NO1 39.60 43.56
Ordering Information b Jls e
o BT3964H13N0O1 47.52 51.48
BT3964H14NO1 51.48 55.44
BT3964 H ** N 01 All
BT3964H16NO1 59.40 63.36
14\ BT3964H17NO1 63.36 67.32
BT3964H18NO1 67.32 71.28
No.of pins  Color Packing BT3964H19NO1 71.28 75.24
02P~25P N:Natural  0:PE Bag BT3964H20NO1 75.24 79.20
W=White  1:Tray BT3964H21NO1 79.20 83.16
N“‘.—Jﬁ_uw BT3964H22N01 83.16 87.12
3:Tape&Reel BT3964H23N01 87.12 91.08
BT3964H24N01 91.08 95.04
BT3964H25N01 95.04 99.00
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