Em_ﬂ Recommended P.C.B Layout(Top Side)
(PCB BOARD TOLERANCE#0.05)
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—Current Rating: 3.0AMP

—Contact Resistance: 20mQ max
—Withstand Voltage: 500V AC/DC
—Insulation Resistance: 1000MQ min

—Operation Temperature: —40°C to +105°C .mv. .mw. .m__w. .m__w. .mv. .mW/ .m__w.||
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Material: _ _ 2.54
—Contact Material: Phosphor Bronze _I_ _I_ _I_ _I_ _I_ _I_ _I_ _I_ nu
—Finish: Gold Flash All Over Nickel
; }
—Insulator Material: PBT,(UL94V—0),Black
) A
|I
VA
Ordering In \eE&a:.e: T 100000
BT2150 2 ** * 6 AO03
2=Dual Row No.of Pins Oonglo_ﬁ‘w_mzsm Insulation & Packing Contact Shape *
04~80 U=Gold Flash ~ A=PBT + Tray 6=Scolopendrid Foot o
X=10u"Gold  B=PBT + Tube ﬂ i a
W=15u"Gold q 0
Y=20u"Gold v o M
S~Tin Phted O Te e 4 : |ﬂ 2
[00]

2.54+0.10 0.8%0.25+0.08 —7.62+0.35—
2.54*(Pin NO./2—1)%0.25

jo——————————2.54*Pin NO./2+0.40

OPERATION| DRAW Zhangyalin 09/01/18 |SCALE| —
oo Taaso] DESIN S LS
SIZE | A4
A0 |09/01/18 NEW xh“_w Mowo CHECK | snire SHEET| 1/1 | PART NO. BT21502%**A6A03
REV | DATE MODIFICATION DESCRIPTION CHANGE |APPROVE[ pm | to. |APPROVE oK PROJ. | @ =H TITLE: 2.54PH Dual Row,H=5.0,Scolopendrid Foo(lA1)
A 2 | 3 | . | : o 7 | 5 ’ | 0 L




