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Emm Recommended P.C.B Layout(Top Side)
AUOE BOARD AO#WE>ZOWW0.0UV
NOTES: m$$$wm$$$$@\$
Current Rating: 2.0AMP
. 2.00
Contact Resistance: 20m& max @O.
Withstand Voltage: 500V AC/DC
Insulation Resistance: 1000MQ min

Operation Temperature: —40C to +105C

Contact Material: Phosphor Bronze

Contact plating: Au or Sn Over Ni

Insulator Material: PABT or PBT+30%GF(UL94V—-0)
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Row: 02~40 U=Gold Flash A:PBT, Tray 1=Straight
X=10u"Gold B: PBT, Tube ] ] [l ] T ] 1 |l [l [l M| M|
‘W=15u"Gold J: PAGT , Tube
Y=20u"Gold I: PA6T , Tray
Z=30u"Gold | |
F=Gold Flash/Tin i i
A=10u"Gold/Tin
J=15u"Gold/Tin 2.00+0.10 PIN 0.52%0.40 —=|F=7 Section A-A
K=30u"Gold/Tin ——
S=Tin Plated 2.00xNo.of Contacts—2.00+£0.20
N=Nickel Plated
~—— 2.00xNo.of Positions+0.30+0.30 —
Section B-B
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SIZE A4 TMECHNOLOGIES LTD
XXXX _|%£0.20 | CHECK
AO  |09/01/18 NEW SHEET | 1/1 | PART NO. BT22631*#=J1A01
Angle + 3
REV DATE MODIFICATION DESCRIPTION CHANGE ~[APPROVE | om | 1o |APPROVE prOJ. | &= TiTLE: FH2. 00 Single Female Header 180° H=6.35mm
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