Emm Recommended P.C.B Layout(Top Side)

(PCB BOARD TOLERANCE#0.05)

0.8+ 0.10

NOTES: Q/«W Q/«W @ %Q/«W MW
Current Rating: 1.5AMP

Contact Resistance: 20m& max

Withstand Voltage: 500V AC/DC J&W|@‘@ @ i

Insulation Resistance: 1000M& min -
Operation Temperature: —40C to +105C 2.00£0.10 5
8
Contact Material: Phosphor Bronze « M
Contact plating: Au or Sn Over Ni E E E E E E E E o
Insulator Material: PA46 or PBT+30%GF(ULS4V—-0) 3
Insulation Color: Black. el
) e :
i
Ordering Information B
— B 2.00xNo.of Positions+0.50+£0.50 — DIMENTSIONS

BT2263 2 XX X F 1 A03 PinNo = 3

_L w % j J 2%) 200 | 450

2=Dual Row  No.of Pins Contact Plating Insulation & Packing Contact Shape %3 4.00 6.50
04~80 U=Gold Flash ~ A: PBT, Tray 1=Straight ’ ’
2%4 6.00 8.50

2.60£0.20

= 6.35£0.20 —=

Xn_o:.doa _w“_u_w,_.,,_,cca
m*m m.oo Ho.mo
Z=30u"Gold

F=Gold Flash/Tin

K=30u"Gold/Tin 4

S=Tin Plated 2*8 14.00 16.50

2.00+£0.10 PIN 0.5%0.4+0.08

2.0£0.10

A 2.00xNo.of Contacts/2—2.00+0.25

W=15u"Gold E:PA46, Tube

2%6 10.00 | 12,50
A=10u"Gold/Tin
N=Nickel Plated

2*39 76.00 | 78.50

Y=20u"Gold  F:PA46, Tray
J=15u"Gold/Tin ek 1000 | 129
2%40 | 78.00 |80.50

OPERATION DRAW Fanyijun | 09/01/18 SCALE | — _
X.X +£0.45 mm \ /
DESIGN UNTT _/ ﬁ BMA TECHNOLOGIES LTD
XXX +0.30 \ A
SIZE A4 TECHNOLOGIES LTD

XXXX | £020 | CHECK

AO |09/01/18 NEW . SHEET | 1/1 PART NO. BT22632XXXF1A03
ngle + 3

REV DATE MODIFICATION DESCRIPTION CHANGE  |APPROVE DM Tou  |APPROVE prOJ. | &= TiTLE: FH2. 00 Dual Female Header 180° H=6.35 Dip: 2. 6mm

1 2 3 4 5 6 7 7 8 9 10



