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NOTES:
—Rated Current: 2.0AMP AC,DC ip)
—Rated Voltage: 250V AC,DC M
—Insulation Resistance: 500M\U+2126 min 4 M
—Withstanding Voltage: 1000V AC/Minute % @ @ @
—Operation Temperature: —25C to +85C
—Insulator Material: Nylon66,UL94V—-0
Color: Beige , ,
3.9%0.25 _ | PerT D Dnensions
BTPS0PHOREOLARS| 25 | 75
] BT2S502H03E01A28| 5.0 | 100
BT2S50RH04E01AR8| 7.5 | 125
m BT2502HOSE0LARS]| 10.0 | 15.0
% BTPS0RHO6E0IARS | 125 | 17.5
- BT2S502HO7E01ARS | 150 | 20.0
. . + BTP50°H08E01ARS | 17.5 | 225
il ,
Ordering Information > BT2502H05E01A28 ] 200 | 250
BT2S0PHIOE01ARS | 225 | 275
BT2S02HI1ED1A2S | 25.0 | 30.0
. ( N A
BT2502 H E 01 A28 i C C BT250°H12E01AR8 | 275 | 325
ﬁ BTPS0PHI3E0LARS | 30,0 | 35.0
. _ BTPS502H14E01A28| 325 | 37.5
o ok mm% BT2502H15E01A28 | 35.0 | 40.0
WeWhe e BTPS502HI6E01AR8 | 375 | 42,5
FHapedthec BT2S02HI7E0LARS | 40.0 | 45.0
BT2S02HISEQLARS | 425 | 47.5
BTPS502HISE01AR8 | 45.0 | 50.0
BT2S02PHRO0EOIARS| 47.5 | 525
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REV DATE MODIFICATION DESCRIPTION CHANGE APPROVE DIM TOL APPROVE PROU. @L.MT TITLE: 2.50mm Pitch Housing
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