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-Rated Current: 1A AC,DC
-Rated Voltage: 250V AC,DC S AE0.15 o
-Contact Resistance: 20mQ Min M S
-Insulation Resistance: 1000MQ Min 2 A
-Withstanding Voltage: 500V AC/Min
-Operation Temperature: -40°C to +105°C "
. . o
-Insulator Material: PBT Glass Fiber(UL94V-0 ) H
-Contact Material: Brass,Gold-Plated Over Nickel o
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Ordering Information i W | i
BT3820 ** * * L 01AI15 = BE0.15 - b s30x0.15
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No.of Pins  Contact Plating Color Insulator [ atch Shape Packing
10P~64 U=Gold Flash B=Black L=Long Latch () pE Ba. D+0.25
X=10u"Gold U=blue S=Short Latch >,“,_.B% &
W=15u"Gold G=Gray(427C) N=NO Latch T:Tube
Y=20u"Gold E=Gray(413C) R:Tape&Reel
Z=30u"Gold , ,
A PART NO. Dimensions
F=Gold Flash/Tin A B C D
A=10u"Gold/Tin BT382010UGL01AIS | 1016 1536 | 2186 | 31.96
J=15u"Gold/Tin ©w [ BT382014UGLO0IAIS | 1524 | 2044 | 26.94 | 37.04
K=30u"Gold/Tin o [ BT382016UGL01AIS | 17.78 | 22.98 | 29.48 | 39.58
S=Tin Plated w, BT382020UGLOIAIS | 22.86 | 28.06 | 34.56 | 44.66
N=Nickel Plated o |BT382024UGLO1AIS| 27.94 | 3314 | 3964 | 4974
BT382026UGLOIAIS | 30.48 | 3568 | 4218 | 5228
BT382030UGLOIAIS | 35.56 | 40.76 | 47.26 | 57.36
BT382034UGLOIAIS | 40.64 | 45.84 | 52.34 | 6555
BT382040UGL0IAIS | 48.26 | 5366 | 59.96 | 7018
BT382050UGLOIAIS | 60.96 | 6636 | 72.66 | 82.88
BT382064UGL0IAIS | 7874 | 8414 | 90.44 | 115.86
OPERATION DRAW heming | 09/02/01  [SCALE | -
X.X +0.40 mm
DESIGN UNIT / BMA TECHNOLOGIES LTD
X.XX +0.25 A4 / ‘i \
. SIZE TECHNOLOGIES LTD
XXXX | 4015 | CHECK Shine 09/02/01
A0 |09/02/01 NEW SHEET | 1/1 | PART NO. BT3820++UGLO1A15
Angle + 3 .
REV DATE MODIFICATION DESCRIPTION CHANGE  |APPROVE DIM 1o |APPROVE Bill 09/02/01 PROU. b = TITLE: 2.54mm Ejector Header (Press Flat Cable)
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