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Specification: E% o 1.27
-Contact Resistance: 30mQ Max \ 2 o N
-Withstanding Voltage: 500V AC(RMS) For 1 Minute mﬁ! !
-Insulation Resistance: 1000MQ Min L [] _
-Temperature Range: -45°C ~ +105°C k @ Detail X
Scale 3:1
Material:
-Insulator: PBT 5403
-Contact: Brass,Gold Flash o103
-Shell: Brass,Nickel Plated D+0.3 |, — Pin 1
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Ordering Information 21 1030
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BT6224 ** F * * A 4 B74 [ o
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No.of Pins Contacts Em:_ﬁ Insulator Color Insulation & Packing J.|_ mU_
See Table F=Gold Flash/Tin www_ﬂmw A= PBT+Tray __ \ __ 0 0
E+0.3 No.of Pins A B C D E
09 10.16 | 30.80 | 24.99 | 16.33 | 19.00
Upper Cover 15 17.78 | 39.14 | 33.32 | 24.66 | 27.34
25 30.48 | 53.04 | 47.04 | 38.38 | 41.24
37 45.72 1 69.32 | 63.50 | 54.84 | 57.52
OPERATION | DRAW Qiuzhirong | 09/05/19 |SCALE[ —
X.X +0.40
o ool DESIGN UNIT | mm BMA TECHNOLOGIES LTD
- - SIZE A4
XXX | z0.15| CHECK Shine TECHNOLOGIES LTD
A0 [09/05/19 NEW e | 2 5 SHEET| 1/1 | PART NO. BT6224**F**A4B74
. .
REV DATE MODIFICATION DESCRIPTION CHANGE |APPROVE| pim ToL |APPROVE (K PROJ. @ = TTLE: IDC—DB Female Connector
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