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Specifications: L $0.50 i B
-Rated Current: 1.0A AC,DC S | =/ | ]
-Rated Voltage: 125V AC,DC g || Il m m m il | L
-Operation Temperature: -25°C to +85C ]‘ I
1.25
. 7/ ’
Material: C+0.10
-Insulator: Nylon66(UL94V-0) ——5.45£0.2— = B33 L
-Color: Beige —AR0.20
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< No.of Dimensions B
Contacts A B C
l 2P 4.25 3.05 1.25
L 3p 5.50 4.30 2.50
4p 6.75 5.55 3.75 E
5P 8.00 6.80 5.00
hd 4 'y 6P 9.25 8.05 6.25 —
Ordering Information T T
8P 11.75 10.55 8.75
9P 13.00 11.80 10.00 F
== H 10P 14.25 13.05 11.25
BT1251 R ok E O 1 A28 i 1 1 11P 15.50 14.30 12.50
—l_ ,_—,7 T 7/ 12P 16.75 15.55 13.75 —
| | 13P 18.00 16.80 15.00
Terminal Shape No.of pins Color' Packing 4P 1925 18.05 16.25
R=Wafer 90° 2-16Pin E=Beige  0=PE Bag U U U U U U TsP 20'50 950 750 I
16P 21.75 20.75 18.75
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