Recommended P.C.B Layout(Top Side)
(PCB BOARD TOLERANCE+0.05)
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NOTES: 3 o
—Rated Current: 1.0AMP i T
—Rated Voltage: 125V AC,DC ] ‘
—Contact Resistance: 20mQ max S
—Insulation Resistance: 100MQ min ?
—Withstanding Voltage: 500V AC/Minute o 104
—Operation Temperature: —25C to +385T
Material:
—Insulator Material: Nylon6T (UL94V—-0). Circuit 1
—Contact Material: Phosphor Bronze, A"
Tin Plated. ﬁﬂrﬁﬁﬁj@r coi]_Dimensions
A B
02 1.25 7.75
= = 03 2.50 9.00
le—=t—1.25+0.15 04 3.75 10.25
A+0.25 05 5.00 11.50
° ° 06 6.25 12.75
Ordering Information o7 | 750 [ 1400
3.2 08 875 | 1525
% sk * 09 | 10.00 | 16.50
BT1251 Z E *1A04 1 s [ 1oco 30
] TJ T L g 11 | 12.50 | 19.00
Termi ‘ISh Noo‘fpins Color Packing ¥ g 12 15.75 20.25
ermina. ape .
Z=Wafer 90° SMT 02P~18P  E=Beige 2=Tube A\ = 13 | 15.00 21.50
3=Tape&Reel /AT\ /AN ) % 14 | 16.25 22.75
15 17.50 24.00
16 18.75 25.25
17 20.00 26.50
18 21.25 27.75
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AO  |Jun-18-2009 NEW gle | 2 3 SHEET| 1/1 | PART NO. BT1251Z**E*1A04
REV | DATE MODIFICATION DESCRIPTION CHANGE |APPROVE[ om | 7o |APPROVE| Wendy |Jul-22-2014|ppn | #=H TiTLE: 1.25mm Pitch 90° SMT Wafer
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