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RoHS Recommended P.C.B Layout(Top Side)
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Specification: & {R ¢ —{{)——{i}—
-Current Rating: 5A AC/DC ™ $1.8£0.1 $1.8£0.1 $1.840.1

-Voltage Rating: 600V AC/DC Aﬁi\
-Withstand Voltage: 1500V AC/minute . 03.0040.1

-Insulation Resistance: 1000MQ Min. 2X1P

— $3.00+£0.1 o ~$3.00£0.1

2X2P 2X3P~2X12P ¢

7.3£0.1

7.31£0.1
7.3£0.1

Material:

-Contact Material: Brass

-Contact Plating: Tin Plated

-Insulator Material: Nylon66(UL94V-2)
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2=Dual Row  Terminal Shape = No.Of Pins  Color Packing
R=Wafer 90° 02-24Pin N=Natural 0=PE Bag

2*4 12.60 | 18.00
2*5 16.80 | 22.20

— 2*6_| 21.00 | 26.40
27 | 25.20 | 30.60
2*8 | 29.40 | 34.80

— 2*9 | 33.60 | 39.00 | [

N
02P—12P)B40.3 % 3.520.2 2910 | 37.80 | 43.20
§14P—24P;Bi0.5 e 2*11 | 42.00 | 47.40 ||l ,
2¥12 | 46.20 | 51.60
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